
GENERAL EXPLANATION

TECHNICAL SPECIFICATION

EVD-1210 INSULATED AND NON-INSULATED 
COLD ROOM TRAINING SET

EXPERIMENTS

ENERGY
EFFICIENCY

TECHNICAL DETAILS

A x B x H : 1500 x 800 x 1500 mm

DIMENSIONS

Th�s tra�n�ng set cons�sts of two cold rooms, one 
�nsulated and the other un�nsulated. Heat loss 
calculat�ons can be made �n these two cold rooms.

1. Calculat�on of amount of cold storage

2. Calculat�on of heat loss

3. Performance measurement
(compressor energy consumpt�on)

OPTIONAL FEATURES

Touch LCD D�splay

USB Computer Connect�on

Computer Control

PACKAGE INCLUDED

Dev�ce, dev�ce cover, 1 pr�nted exper�ment report, 
c�rcu�t d�agram and product catalog

Th�s tra�n�ng set �s des�gned to calculate the energy 
effic�ency of �nsulated and un�nsulated cold rooms used 
�n the market. Cold room was formed by jo�n�ng 
polyurethane panels and R134A gas was used as 
refr�gerant.

DENEYSAN
www.deneysan.com SOĞUK ODA EĞİTİM ÜNİTESİ

YALITIMLI ODA YALITIMSIZ ODA

Hp Lp

OTOMATİK GENLEŞME 
               VALFİ

DEBİMETRE

 GÖZETLEME
        CAMI

KONDANSER

KOMPRESÖR

SIVI TANKI
 FİLTRE 
TUTUCU

T2 T1

T3

T4

T5 T6 T7

T8

T9

T10

EVAPORATÖR EVAPORATÖR

REZİSTANS REZİSTANS

DENEYSAN
www.deneysan.com SOĞUK ODA EĞİTİM ÜNİTESİ

YALITIMLI ODA YALITIMSIZ ODA

Hp Lp

OTOMATİK GENLEŞME 
               VALFİ

DEBİMETRE

 GÖZETLEME
        CAMI

KONDANSER

KOMPRESÖR

SIVI TANKI
 FİLTRE 
TUTUCU

T2 T1

T3

T4

T5 T6 T7

T8

T9

T10

EVAPORATÖR EVAPORATÖR

REZİSTANS REZİSTANS

Compressor

Refr�gerant R134A

Evaporator

Condenser

S�ght glass

F�lter dryer

Automat�c expans�on valve

Low-h�gh pressure manometer

Res�stance
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